Instructions to install USB driver
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For Windows XP/Vista/7

Driver CP210x_VCP_WinXP_S2K3 Vista 7.exe supports Windows X P, Windows Server 2003,
Windows Vista, and Windows 7 operation system. Follow the instructions below to install USB
driver.

A. Doubleclick CP210x VCP XP S2K3 Vista 7.exe on the CD Rom to start the installation.

o

CP210x_VCP_Win_XP_S2K3_Vista_7.exe
SILICON LABS

B. In theinstallation box, click “Next” to continue.

Silicon Laboratories CE210x YCF Dnivers for Windows XFF2003 Server/¥astalf7 - &l

Welcome to the InstallShield Wizard for Silicon
Laboratones CP210x ¥CP Dnvers for Windows
AP/720032 Server/Vista/7 vb 4

The InstallShield “Wizard will copy Silicon Laboratories
CP210x W CP Dirivers for Windows =PA2003 Server™Mistad 7
wE.4 onbo vour computer. To continue, click Mest.
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C. Check “I accept the terms of the license agreement” and click “Next”.

Silicon Laboratories CE210x YCFP Dnvers for Windows ZFF2003 ServerfYistalT - rs_(|

License Agreement
Flease read the following license agreement carefully.

[BE

EMD-JSER LICENSE AGREEMENT
IMPORTANT: READ CAREFULLY
BEFORE AGREEING TO TERMS

SILICON LABORATORIES IMC., SILICON LABDRATORIES IMTERMATIOMAL PTE.

LTD.. AND THEIR AFFILIATES [COLLECTIVELY, "SILICON LABS") HAVE

DEVELOPED CERTAIN MATERIALS (E.G., DEVELOPMENT TOOLS, Ex&MPLE CODE,

EMBEDDABLE CODE, DLLs, SOFTWARE/COMPUTER FROGRAMS AND OTHER

THIRD PARTY PROPRIETARY MATERIAL) ["LICENSED MATERIALS") THAT YOU

AT USE IN CONJUNCTION W4 TH SILICON LABS' MCU PRODUCTS. ANY USE OF

THE LICENSED MATERIALS 15 SUBJECT TO THIS END-USER LICENSE “
etk ekl nialebeimmimhimaiebimmtbinioabesa iy T ' 41 T bt

I (#)] accept the terms of the license agreement

()| do not accept the termes of the license agreement
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D. Select destination folder for the driver, then click “Next”.

Silicon Laboratories CP210x ¥CF Drivers for Windows XPF2002 Server/Yistal¥ -, Izl

Choose Destination Location
Select folder where setup will install files.

Setup will install Silicon Laboratories CP2108 WEP Drivers for Windows »P /2003
ServerMiztas/T vE.4 in the following folder.

Toinstall bo this folder, click Mest. Toinstall to a different folder, click Browse and select
another folder.

Destination Folder

£\ ACP21 Ox\Windows_XP_S2K3_Vista_7_7_8
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E. Click “Install” to begin the installation.

Silicon Laboratories CPF210x ¥CP Drivers for Windows ZP/2003 Serverf/Yistal7? - r?l

Ready to Install the Program . %
The wizard iz ready to begin installation.

Click Install to begin the installation.

If pou want to reviews or change any of your installation zettings, click Back. Click Cancel to exit
the wizard.

<Back |f Instal Cancel
F. The set up status
Silicon Laboratories CP210x YCP Drivers for Windows ZF/2003 Server/Yistaf? —... &|
Y

Setup Status

The InstallShigld “Wizard iz installing Silizon Laboratories CP210x YCP Drivers for YWindows
HPA2003 ServerMistas 7 wB.4

Inztalling

cASiLabeMCIUACR21 0uiwindows_=P_S2K3 Wista 7 Sheetup.ini
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G Check “Launch the CP210xVCP Driver Installer” and click “Finish”.
Silicon Laboratoriez CP210x YCP Drivers for Windows XP/f2003 Serverf¥ista/7 - Ins .

Install5hield Wizard Complete

The InstallShield ‘Wizard has successfully copied the Silicon
Laboratories CFP210= W CF Drivers for Windows »F /2003
SemerMViztal? w64 to paur hard drive. The driver installer
listed below should be executed in arder toinstall drivers or

[¥]iLaunch the CP210% WLCF Driver Installer :

Click Finizh to complete the Silicon Laboratories CP210x WCP
Dirivers for Windowes X<P/2003 Server/Vista/7? vE.4 zetup,

H. In the Driver Installer box, click “Install” to continue.

22 Silicon Laboratories CP210x USB o UART Bridge Driver Installer  [5X]

Silicon Laboratories
Silicon Laborataries CPZ10x USE to UART Bridge

Driver Wersion 6.4
Install ([ Cancel ]

I. The ingtallation is completed after restarting your computer.

J. Connect the USB Cable (see Note) to your computer and it will detect the USB device and update
the driver automatically.
To make sure the driver is updated, right click “My Computer” and click “Content”. In
hardware content, click “Device Manager ” to check “Silicon Labs CP210x USB to UART
Bridge (COM3)” islisted under Ports (COM & LPT) as below. The software update is completed
and can be used for data transmission.

- Ports (COM&LPT)
“y‘ Cammunications Park {COM1)

' printer Pt (1 ET1Y
ny‘ Silicon Labs CP210x USE to UART Bridge (COM3)

*%Note: The USB Cable hererefersto VZUSBAZD(2.5 ¢ Jor VZUSBAZM/P(3.5¢ ).



For Windows 98

Driver CP210x_VCP_Win98SE.exe isfor instalation in Windows 98 operating system.
Follow the instructions below to install USB driver.

A. Doubleclick CP210x VCP Win98SE.exe on the CD Rom to start the install ation.
CPET T VCF_WmdESE exel

‘3’ ?Semp BHE

Macrovizsion Corporation

B. In theinstallation box, click “Next” to continue.

on Laboratories CP210x YCP Drivers for ows 98 SE - InstallShield Wizard

Welcome to the InstallS hield Wizard for Silicon
Laboratories CP210x ¥CP Drivers for Windows
98 SE

The Irstall5hield® Wizard will install Silicon Laboratories
CP2104%CP Drivers for wWindows 38 SE on your
computer. To continue, click MNest.
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C. Check “I accept the terms of the license agreement” and click “Next”.

Silicon Laboratories CP210x ¥CP Drivers for Windows 98 SE - InstallShield Wizard [

License Agreement

Flease read the following licenze agreement carefully.

-
EMD-USER LICENSE AGREEMENT j
| IMPORTANT: READ CAREFULLY
BEFORE AGREEING TO TERMS

THIS PRODUCT COMNTAINS CERTAIN COMPUTER PROGRAMS AND OTHER THIRD
PARTY PROPRIETARY MATERIAL (ILICENSED PRODUCTI)., THE USE OF ‘WHICH 1S
SUBJECT TO THIS EMD-USER LICEMSE AGREEMENT. INDICATIMNG YOUR
AGREEMENT COMSTITUTES YOUR AMD (IF APPLICAELE) YOUR COMPANY'S

ASSEMT TO AND ACCEPTAMCE OF THIS END-USER LICENSE AGREEMENT [THE
"LICENSE" OR "AGREEMEMT"]. IF¥0U DO NOT AGREE WITH ALL OF THE

TERMS, 0L MUST NOT USE THIS PRODUCT. WRITTEN APPROVAL IS NOT A LI

Frint |

[Frstal|StiEld
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D. Select destination folder (suggest the default location) for the driver, then click “Next”.

Silicon Laboratories CP210x ¥CP Drivers for Windows 98 5E - InstallShield Wizard

Choose Destination Location
Select folder where setup will install files.

G Install Silicon Laboratories CP210x VCP Drivers for Windows 33 SE

chvSiLabsh CUNCPE1 0 LChange... |

[FrstallStield
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E. Click “Install” to begin installation.

Silicon Laboratories CP210x ¥CP Drivers for Windows 98 SE - Install5 hield

Ready to Install the Program

The wizard is ready to begin installation.
Click Install to begin the inztallation.
If pou want ta review or change any of your installation settings, click Back. Click Cancel to exit
the wizard.
[rstal|Stield
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F. When the install ation completes, click “Finish”.

on Laboratories CP210x ¥CP Drivers for Windows 98 SE - InstallShield Wizard

InstallS hield Wizard Complete

The InstallShield Wizard has successfully installed Silicon
Laboratories CP210 WP Drivers for Windows 38 SE. Click
Finish to exit the wizard.

Cancel
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G Update the drivers
Connect the USB Cable to your computer and follow the following instructions to update the driver.

1. Search driver for CP2102 USB to UART Bridge Controller. Click “Next” to continue.

Add New Hardware Wizard

This wizard searches for new drivers for:

CP2102 JSE to UART Bridge Contraller

A device driver i a software program that makes a
hardware device work.

¢ Back

Cancel |

2. Check “Search for the best driver for your device” and click “Next”.
Add Hew Hardware Wizard

Wwhat do you want Windows to da?

& Search for the best driver for pour device,
{{Flecommended),

€ Display a list of all the drivers in a specific
location, so0 you can select the driver pou want,

< Back I Mext > I Cancel |

3. Select the search location. You can follow the default location and click “Next” to start.

Add New Hardware Wizard

‘windows will search for new drivers in its driver database
on your hard drive, and in any of the following selected
locations. Click Mext to start the search.

™ Floppy disk drives
T CO-ROM dive

™ Microzoft Windows Update

|C:\SiLabs\M CUMCP210x4wing85 E |

Browse... |
< Back I Mest » I Cancel |




4. Search driver for CP2102 USB Composite Device. Click “Next” to continue.

Add New Hardware Wizard

Windows driver file search fior the device:

CP210x USE Composite Device

Windows iz nowe ready to install the best driver for this
device, Click Back to select a different driver, or click Mext
to continue.

Location of driver:

CASILABS\MCUACP2] 4w NSESEAS LABEI
=
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5. Update completed for CP2102 USB Composite Device. Click “Finish”.

Add New Hardware Wizard

% CP210x USE Composite Device

Windows haz finished installing the software that your new
hardware device requires.
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Cancel

6. Repeat update procedure 1, 2, and 3 as above.

7. Search driver for CP2102 USB to UART Bridge Controller. Click “Next” to continue.

Add New Hardware Wizard

Windows driver file search fior the device:

CP210x USE to UART Bridge Controller

Windows iz now ready to install the best driver for this
device. Click Back to select a different driver, or click Mext
ta continue.

Location of driver:

= CASILABSACUACPZT MNwWINISSENS LARW.
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8. Update completed for CP210x USB to UART Bridge Controller. Click “Finish”.

Add New Hardware Wizard

% CP210x USE to UART Brdge Controller

Windows has finished ingtalling the software that your new
hardware device requires.

< Back Cancel |

9. You can start data transmission when software update is compl eted.



